
Product datasheet
Characteristics

30RSM3-BK
Switch 30 Series Mechanism - Rotary - 3 On 1 Off
- 250 V - 15 A - Black

Main
Range of product Standard Series

Series 30
Product brand Clipsal
Device presentation Basic element

Complementary
Control type Rotary knob
Device mounting Flush
Local signalling without
[Ue] rated operational voltage 250 V AC
Rated current 15 A
Marking Without marking

Packing Units
Package 1 Weight 0.024 kg

Offer Sustainability
Sustainable offer status Green Premium product
REACh Regulation REACh Declaration
EU RoHS Directive Compliant

EU RoHS Declaration
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS declaration

Product out of China RoHS scope. Substance declaration for your information
Environmental Disclosure Product Environmental Profile
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=150054859&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=150054859&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=150054859&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=150054859&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP120506EN

