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High Speed HDMI® 3M Cable V2.0

04MM-HD03

Features and Benefits

 » HDMI cable Male to Male 2.0V

 » High speed HDMI cable with Ethernet

 » Supports 4K, 2K @ 60Hz and 3D

 » 24K gold copper plated connector  

with metal can shielding

 » Plastic moulding

Accessories

Matchmaster provides a 

quality range of home theatre 

cables, accessories and mounts 

including HDMI cables and AV 

cables available in multiple 

lengths, Wall Plate inserts for 

AV and RF connection. Speaker cabling, LCD & 

Plasma swivel and flush mounts. Also included 

in Matchmaster’s range of accessories are RF 

attenuators and wall plate diplexers for satellite and 

FM integration. Matchmaster has the solution for all 

your home theatre requirements.  

04MM-HD03 Specifications

Wire Spec 28AWG

Resolution 4K/UHD
3840x2160@60Hz, 

3840x2160@50Hz

Colour Depth
YCbCr444, 

YCbCr422

Bit 32 bit

bpc (bits per channel) 8, 12bpc

ARC ✓

3D ✓

Auto Lip Sync ✓

Dolby True HD ✓

Aspect Ratio 21:9

Colour Space

SD: Rec. 601 (YCbCr) ✓

HD: Rec. 709 (sRGB) ✓

xvYCC ✓

sYCC601, Adobe RGB, and Adobe 

YCC601
✓

Rec. 2020 ✓

Colour Codings

RGB 4:4:4 ✓

YCbCr 4:4:4/4:2:2 ✓

YCbCr 4:2:0 (4K signals and higher 

only)
✓

8-channel LPCM, 192 kHz, 24-bit 

audio capability
✓

Blu-ray Disc and HD DVD video and 

audio at full HD resolution
✓

Consumer Electronic Control (CEC) ✓

DVD-Audio ✓

Super Audio CD (DSD) ✓

Deep colour ✓

Auto lip-sync ✓

Dolby TrueHD / DTS-HD Master 

Audio bitstream capable
✓

Updated list of CEC commands ✓

3D video ✓

Ethernet channel ✓

Audio return channel (ARC) ✓

32 channel audio ✓

1536 kHz total audio ✓

4 audio streams ✓

2 video streams (Dual View) ✓

21:9 aspect ratio ✓

Hybrid Log-Gamma (HLG) HDR 

OETF
✓

Static HDR (HDR static metadata) ✓

4K resolution at 30 Hz ✓

4K resolution at 60 Hz ✓


